
 

 

TECHNISCAL DATASHEET 

S T A L O C  R E M O V E R  
For instant bonders 

PRODUCT DESCRIPTION 
STALOC Remover for instant bonders removes residues of cyanoacrylate adhesives from hands, plastics, metals and many 
other surfaces.  

The product is safe to use, without harming surfaces. Nevertheless, we recommend testing the products on sensitive surfaces.  

Used in electric and electronic industry, metal processing, mechanical engineering, workshops, furniture industry, etc.  

PHYSICAL PROPERTIES 
ATTRIBUTE SPECIFICATION 
physical state liquid 
colour transparent 

 

STORAGE 
Recommended storage for optimum shelf life  

Store product at an optimum temperature between 5°C and 15°C. Keep cool and dry. Make sure that the content is not 
contaminated once the bottle has been opened, in order to ensure an optimum shelf life. In case you need any further 
information, please contact the STALOC team.  

SAFETY INFORMATION 
Please send your request for the latest version of the material safety data sheet (MSDS). 

PACKAGING / VOLUME 
20g per bottle, 25 bottles per box 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The information and data in this document are for information purposes only. STALOC cannot take responsibility for the results obtained by a third 
party, whose methods are not under STALOC control. The determination of the suitability for the user's purpose of any STALOC product is the 
responsibility of the client. Consequently, STALOC recommends testing of the products before using it for a series application. Moreover, it is the 
responsibility of the customer to ensure a safe environment for the user. STALOC therefore disclaims all warranties expressed or implied, 
including warranties of merchantability or fitness for a particular purpose, arising from sale or use of STALOC products. STALOC cannot be held 
liable for any consequential or incidental damage resulting from the use of a STALOC product, including lost profits or damages of any other kind. 
Products or processes mentioned herein might be subject to released or pending patents or licences.  
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